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Declaration of Conformity 

Navico declares that the following product complies with the requirements of level 2 in Australia as required 
by notices under: Section 182 of the Australian Radiocommunications (Electromagnetic Compatibility) 
standard 2017. 

This product has been tested to the following standards 

Test report 

Laboratory Report No. 

TUV SUD America 
JT72132104-1017B, JT72132104-1017F, JT72132104-1017D, JT72132104-1017A, 
JT72132104-1017C, , JT72132104-1017E 

EMC Technologies 171007_1, 171006_1 

Supplier’s details (manufacturer, importer or agent) 

Name: Navico Australia Pty Ltd. 

Address: Unit 5/12 Mars Road Lane Cove NSW 2066 Australia. 

Australian Business 
Number:  

96124340898 

I hereby declare that the product mentioned above complies with the requirements of 
the Radiocommunications (Electromagnetic Compatibility) Standard 2017. All products supplied under 
this declaration will be identical to the product identified above. 

Supplier or agent 

Signature 

Lucinda Abood / EVP Head of Service & IT 

Date 

Product 

LOWRANCE HOOK2-4X BULLET ECHO SOUNDER DISPLAY 

LOWRANCE HOOK2-4X GPS BULLET ECHO SOUNDER DISPLAY 

LOWRANCE HOOK2-5 TRIPLE SHOT, ECHO SOUNDER/CHART POTTER DISPLAY 

LOWRANCE HOOK2-5X GPS SPLITSHOT, ECHO SOUNDER/CHART PLOTTER 
DISPLAYS 

LOWRANCE HOOK2-7X GPS SPLITSHOT,  ECHO SOUNDER/CHART PLOTTER 
DISPLAY 

LOWRANCE HOOK2-7 TRIPLE SHOT ECHO SOUNDER/CHART PLOTTER DISPLAY 

LOWRANCE HOOK2-9 TRIPE SHOT ECHO SOUNDER/CHART PLOTTER DISPLAY 

LOWRANCE HOOK2-12 TRIPLE SHOT ECHO SOUNDER/CHART PLOTTER DISPLAY 

Standard Description 

EN 60945:2002 
Maritime Navigation and Radio Communication Equipment and systems -  General requirements – 
Methods of testing and required test results. 

30.Jan.2018
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The attention of the purchaser, installer, or user is drawn to special measures and limitations to use which 
must be observed when the product is taken into service to maintain compliance with the above directives. 
Details of these special measures and limitations to use are contained in the appropriate product manuals. 


